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Mountingbox-Adapter 42mm A9930005

Housing: Polished Aluminium
Weight: 0,05 kg

Dimensions: @71 /L20 mm ?
Inner diameter: 242 mm f | iﬂ _ @F

Mountingbox-Adapter 36mm A9930006

Dimensians: o71/L20 mm p——
Weight: 0,05 kg

Extension Cable with male- & female- L
A9920515 |15m

A9920530 |3m

3AP LED 3-way serial connection box A9920500

* |ncluded Tm cable + plug

* Weight: 0,001 kg

* Dimensions: 51 x20x% 20 mm
e |P classification:  IP-20
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w 6AP LED 6-way serial connection box 29920501
@ ! ® |ncluded 1m cable + plug
% * Weight: 0,001 kg

¢ [imensions: 51 x30x 20 mm

e |P classification:  IP-20
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9930001 [Blck & AN
[Spiitter cable for Aberdeen A9920100 ..
9920100 [1m “

L
Connection Cable for Aberdeen AP N j\,:_
f

A9920001 |1 m connection cable - r
A9920003 |3 m connection cable 8 ———
A9920005 |5 m connection cable A9920001 @

[Endcap for Aberdeen -
-

Cables & Splitters




LED constant current driver DC 350mA/1x3W  A9950001

ie @O

*  Recessed down-light e Mounting: 39x 216 mm

1m cable + plug included e |P classification: |P-20 Class |l
e Bxcl. LED driver *  Power connection:  LED constant -
e Auminium housing current driver 350mA
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LED constant current driver 350mA/1-4W A9950002

e Min. T x TW Max. 4 x TW
* |ncluded connection box BAP
+ 1m cable +plug
® [P classification: IP-20 Class-Il
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LED constant current driver 350mA/1-8W A9950003

e Min. T x TW Max. 8x 1W

* |ncluded connection box SAP
+ 1m cable +plug

* [P classification: IP-20 Class-Il
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LED constant current driver 350mA/1-18W A9950004

e Min 3x TW Max. 18 x TW

* |ncluded connection box SAP
+ 1m cable + plug

® [P classification: IP-20 Class-I
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LED constant current driver DC 700mA/1x3W  A9950006 O
1%
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® |ncluded 1m cable + 3W plug
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LED constant current driver 700mA/3-12W A9950005 an y |7
o Min, 1% 3W Max, 4 x 3W

® |ncluded connection box 3AF + 1m cable + plug
® |P classification: IP-20 Class- Il
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TCI Ballast

HCI 70W/G12

* Power connection: 220-240 Vac

* Frequency: 50/60Hz

* Power: 70W

* Power Factar: 0,97

e fnemy efficiency:  EEI=A2

* Dimensions: 150 x 79 x 35 mm
TCI Ballast MBQ113/2

TC-D/E 13W GX24q-4
* Power connection: 220-240Vac

* Frequency: 50/60Hz

* Power: 13W

* Power Factar: 0,94

e fnergy efficiency:  EEI=A2

* Dimensions: 103 x 67 x 21 mm
TCI Ballast MBQ118/2

TC-D/E 18W GX24q-2

* Power connection: 220-240 Vac

* Frequency: 50/60Hz

* Power: 18W

* Power Factar: 0,95

e fnemy efficiency:  EEI=A2

* Dimensions: 103 x 67 x21 mm
TCI Ballast MBQ142/2
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TC-D/E 26W GX24q-3, TC-T/E 32W GX24q-3
* Power connection: 220-240 Vac

* Frequency:

* Power:

* Power Factar:

* Fnergy efficiency:
* Dimensions:

50/80Hz

26 - 42W

0,94

EEI=A2

103 x 67 x 21 mm
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AET-20.70 Trafo 240V/12V 20-70W

Electr. Trafo for 12V~AC Halogen Lamps

* Primair;
Cos. 0,99

e Secundair 12V~ AC min. 20VA,
max, 70VA

* fa: 45°

e fc 80°
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AET-35.105 Trafo 240V/12V 35-105W

220V-240V~ 50Hz 0.29A » Cos, Phi factor: 0,99

* Dimmable with resistive and
inductive dimmers

® Short circuit, thermal and
overload protection

* Auto reset with quick start

A9900105

Electr. Trafo for 12V~AC Halogen Lamps

* |nput: 220V-240V~50Hz 0.43A
Cos. 0,99

* Qutput: 12V~ AC min, 35VA
max. 105VA

* fa: 45°

e fc 88°

8|E "
l I | Fmark

AET-50.150 Trafo 240V/12V 50-150W

® (os. Phifactor: 0,99

* Dimmable with resistive and
inductive dimmers

® Short circuit, thermal and
overload protection

* Auto reset with guick start

A9900150

Electr. Trafo for 12V~AC Halogen Lamps

* |nput: 220V-240V~50Hz 0.43A
Cos. 0,99

* Qutput: 12V~AC min, 50VA
max 150VA

* fa: 45°

e fC: 8h°
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AET-100.210 Trafo 240V/12V 100-210W

® (os. Phifactor: 0,99

* Dimmable with resistive and
inductive dimmers

® Short circuit, thermal and
overload protection

* Auto reset with guick start

A9900210

Electr. Trafo for 12V~AC Halogen Lamps

e |nput:

e Qutput: 12V~ AC min. 100VA
max, 210VA

e fa: 45°

e fc: 85°

e (os. Phifactor: 0,99

220V-240V~50Hz Cos 0,99 o Dimmable with resistive

and inductive dimmers

® Short circuit, thermal and
overload pratection

* Auto reset with guick start

A9900070
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A9920303 Connection device 3 poles PGS

A9920305 Connection device 5 poles IPG8

A9920301 Connection-T device 3p IPES




LED dimmable driver universal

o Muli-power driver with dip-switch
for output-selection
(constant direct current or constant
direct voltage)

® Dimmable 1-10V & Push dim

® Prim.Voltage: 220V~240V 50~60Hz
ta °C: -20° +50°
tc °C: 75°: 0.9

* Protection against overheating,
short ciquit & overloads

* Dip-switch setting for direct constant
cument output-selection
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A9950010 LED Controller 12-24VDC 8A/CH

A9915001
DMX & Standalone

LED Controller with 36 control-modes:

1: Black{out), 2: static-red, 3: static-green,
4 static-blue, 5: static-yellow, 6: static-
purple, 7: static-cyan, &:static-white, 9:
colour-change-1, 10:  colourchange-2,
11 six-colour1, 120 six-colour2, 13
RGB-change-1, 14: RGEB-change-2, 15:
Green-Red-change, 16: Red-Blue-change,
17. Blue-Green-change, 18: White-flash,
19: Colour-fade, 20: Red-Green-Blue-fade,
21 Green-Red-fade, 22: Red-Blue-fadg,
23 Blue-Green-fade, 24: Colour switch-
on / fade-out, 25: RGB switch-on / fade-

aEER

LED RGB Wireless RF Remotecontrol Play IV
Remotecontrol for max. 10 LED RGB receivers

out, 26: White switch-on / fade-out, 27:
Green-Red switch-on / fade-out, 28: Red-
Blue switch-on / fade-out, 29: Blue-Gresn
switch-on / fade-out, 30: Red switch-on /
fade-out, 31: Green switch-on / fade-out,
32: Blue switch-on / fade-out, 33: Custom-
RGB-adjust, 34: Auto-run, 35: OMX-512
addressing, 36: DMX-decode.

A9915004

e Colour whesl e M Memory for start Flashing

* Power ON/OFF e 10 buttons for 10 groups

e P for Multisetting RGB receivers

* Brightness + & Brightness - * |ncluded USE cable for charging
® Speed + & Speed - built-in lithium battery

LED RGB Reciever
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External powersupplyExternal powersupply

60120  LED Powersupply
60121  LED Powersupply
60122  LED Powersupply
60123  LED Powersupply
60124  LED Powersupply
60110  LED Powersupply
60111  LED Powersupply
60112  LED Powersupply
60113  LED Powersupply
60114  LED Powersupply

Max. output: S0W, Output voltage: DC 12V

Max. output: 100W, Output voltage: DC 12V
Max. output: 150W, Output voltage: DC 12V
Max. output: 200W, Output voltage: DC 12V
Max. output: 350W, Output voltage: DC 12V
Max. output: S0W, Output voltage: DC 24

Max. output: 100W, Output voltage: DC 24V
Max. output: 150W, Output voltage: DC 24V
Max. output: 200W, Output voltage: DC 24V
Max. output: 350W, Output voltage: DC 24V

LED RGB Wireless RF Receiver Play IV
Max. Output: 3x 3A
( Red-out: 3A / Green-out: 3A / Blue-out: 34)

o 12V 108W (3% 36W)
o 24V: 216W (3% 72W)

A9915006

External powersupply
60120
60121
60122
60123
60124
60110
60111
60112
60113
60114

Max. output: S0W, Output voltage: DC 12V

Max. output: 100W, Output voltage: DC 12V
Max. output: 150W, Qutput voltage: OC 12V
Max. output: 200W, Output voltage: DC 12V
Max. output: 350W, Output voltage: DC 12V
Max. output: S0W, Output voltage: DC 24V

Max. output: 100W, Output voltage: DC 24V
Max. output: 150W, Output voltage: OC 24V
Max. output: 200W, Output voltage: DC 24V
Max. output: 350W, Output voltage: DC 24V

LED Powersuppg/
LED Powersuppl
LED Powersuppg/
LED Powersuppl
LED Powersupply
LED Powersuppg/
LED Powersuppl
LED Powersuppg/
LED Powersuppl
LED Powersupply




LED Wireless (RF) RGB Controller A9915020
Max. Qutput: 3x 5A (Red-out: 5A /Green-out: HA / Blue-out: BA)
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External powersupply v ¥ . o S
60120 LED Powersupply  Max. output: 5S0W, Output voltage: DC 12V - soog, 23.":.:"'0..1!,‘ =
60121  LED Powersupply  Max. output: 100W, Output woltage: DC 12V e =
60122 LED Powersupply  Max. output: 150W, Output voltage: DC 12V -
60123 LED Powersuppg/ Max. output: 200W, Qutput voltage: OC 12V e
% 60124 LED Powersupply  Max. output: 350W, Output woltage: DC 12V
60110 LED Powersuppg/ Max. output: S0W, Output voltage: DC 24V
60111 LED Powersupply  Max. output: 100W, Output voltage: DC 24V
60112 LED Powersupply  Max. output: 150W, Qutput voltage: DC 24V
60113 LED Powersuppz Max. output: 200W, Output voltage: DC 24V o 9 s s
60114  LED Powersupply  Max. output: 350W, Output woltage: DC 24V e
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LED RGB DMX Controller A9915011

Max. Qutput 3x5A - 3 (RGB) Channels

External powersupply

60120  LED Powersupply  Max. output: S0W, Output voltage: DC 12V
60121  LED Powersupply  Max. output: 100W, Output voltage: OC 12V
60122  LED Powersupply  Max. output: 150W, Output voltage: OC 12V
60123  LED Powersupply  Max. output: 200W, Output voltage: OC 12V
% 60124  LED Powersupply  Max. output: 350W, Output voltage: OC 12V
60110  LED Powersupply  Max. output: S0W, Output voltage: DOC 24V
60111 LED Powersupply  Max. output: 100W, Output voltage: OC 24V ﬁ‘ e

60112  LED Powersupply  Max. output: 150W, Output voltage: OC 24V
60113 LED Powersupply  Max. output: 200W, Output voltage: OC 24V
60114  LED Powersupply  Max. output: 350W, Output voltage: OC 24V |

LED RGB repeater/booster 180/360Watt A9915012

Max. Output: 3x 5A ( Red-out: max. 5A / Green-out: max. A / Blue-out: max. 5A)
12V 180W (3x max. B0W)

24V 360W (3x max. 120W)
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External powersupply R

60120 LED Powersupply  Max. output: S0W, Output voltage: DC 12V =—v. £=] RoB LED sgna N !
60121  LED Powersupply  Max. output: 100W, Output voltage: OC 12V
60122  LED Powersupply  Max. output: 150W, Output voltage: OC 12V
60123  LED Powersupply  Max. output: 200W, Output voltage: OC 12V
% 60124  LED Powersupply  Max. output: 350W, Output voltage: OC 12V
60110  LED Powersupply  Max. output: S0W, Output voltage: DOC 24V
60111 LED Powersupply  Max. output: 100W, Output voltage: OC 24V

60112  LED Powersupply  Max. output: 150W, Output voltage: OC 24V
60113 LED Powersupply  Max. output: 200W, Output voltage: OC 24V
60114  LED Powersupply  Max. output: 350W, Output voltage: OC 24V
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oo ColorDrive 1 42636

g Hleofrical:  AC 100-240V~50/60Hz
Functions:  Auto Programs
'K Custom Programs
vews et wr o cow Static Play
Calibration
RGE work mode
White work mode
Operation:  DMX 512
Master/Slave
oo s Stand alone
—_— Indoor use
(e 3 E
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ColorDrive 4 42634
\oltage: AC100-240V, 50/60Hz
Power Consumption: ~ 250W
Output line: 4 Lines
Qutput Current: 350mA per color
Output per line: 48 x TW LED {12W per calor)
Total Output: 192 % 1W LED (48W per calor)
Control: DMX512
DM Channels: 30GS/ 4CHS/ BCHS/ 10CHS/ 15CHS
17CHS/ 20CHS/ 22CHS
Operation: DMX, Master/Slave, Stand-alone
Functions: RGB calibration, RGE to White,

Play schedule, Static
Built-in Programs: 40
Custom Programs: 5
DMX Connection: RJ45/XLR

Display: LCD

Ambient Temperature:  -20°C/+40°C
Dimensions: 290 x 220 x 57 mm
Weight: 2kg

Dedicated Contraller for:
42637 ColorStrip 12

42638 ColorStrip 24

42639 ColorStrip 12i

42642 ColorStrip 24i

42615 ColorSpot 3 MR-16
42616 ColorSpot 6 MR-16
42617 ColorSpot 12 AR-111
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Dimensions: 220 % 110 x50 mm (LxWxH)
Weight: 1.2kg

Cooling: Temperature controlled fan
Dimensions: 220 x 110 x 50 mm (LxWxH)
Weight: 1,4kg

Powersupplies




