Underwater lights

Salzburg-1WW A0620010
1 x 3W Warm-White LED 12-24V DC
* Lamptype: Tx 3W 30° Warm-white LED
e Bycluded LED-driver
e Power consumption: 4W
* Housing: Stainless steel 304
e Tim: Stainless steel 316
* Weight: 0,6kg
® Dimensions fixture:  #67,5 % 72,5 mm
o (lassification: |P-68 Class |
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Wiring diagram

12/24V DC powersupply
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Salzburg-1RGB A0620013
1 x 3W RGB LED 24V DC
* |amptype: Tx 3W 30° RGB-in-one LED

Included: built-in 24V constant voltage LED-driver

Power consumption: 4W

Housing: Stainless steel 304

Trim: Stainless steel 316

Weight: 0.6 kg

Dimensions fixture:  @67,5x 72,5 mm
Included waterproof mounted LED-driver & 3m connection cable
Classification: IP-68 Class |

Including mounting box

RGB Controller not incl.
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LED | Supply @ Cable gland: IPg8 Pg9 Inchuded 3m mounted cable

copper + nickel coated HOSEN-F 2 1.0 mm

Wiring diagram
24V DC powersupply

Advised RGE controllers:

Wireless-1: A9915020
Wirgless-2: AS915004 + A9915008

Standalone:  ABB15001

DMX: AS915011R

Advised DMX controllers:
50420 LCP-60 (BOCh./405c.)
CO021 2085003 LG4
CO212085003 DLC-8

CO212085003  DLC-16 i ncl IR-controll
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IP-68

Salzburg-7WW

7 x 1W Warm White LED 12-24V DC
Salzburg-7B

7 x 1W Blue LED 12-24V DC

® Stainless steel trim 316

® Stainless steel housing 304

* Hi Power LED's

e Excluded LED-driver

* 5 mm tempered glass
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15 /24V DG Class | 1P-68
Salzburg-9WW
9 x 1W Warm White LED 12-24V DC
Salzburg-9B

9 x 1W Blue LED 12-24Y DC

® Stainless steel trim 316
Stainless steel housing 304
Hi Power LED's

Excluded LED-driver

5 mm tempered glass
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Salzburg-RGB

9 x 1W RGB (3 in-one) LED 24V DC
® Stainless steel trim 316

® Stainless steel housing 304

o HiPower LED's

* Power & LED-driver

* 5 mm tempered glass
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Salzburg-3RGB

9 x 3W RGB (3 in-one) LED 24V DC
® Stainless steel tim 316

Stainless stel housing 304

Hi Power LED's

Power & LED-driver

5 mm tempered glass

Bl S

~a Underwater lights

PG-9 cable gland

Install. depth: max. 0.6 m
LED Beam angle 25°
Lifetime/H: 50.000

A0620030
A0620031

PG-9 cable gland

Install. depth: max. 0,6 m
LED Beam angle 25°
Lifetime/H: 50.000

BE

PG-9 cable gland

Install. depth: max. 0,6 m
LED Beam angle 25°
Lifeime/H: 50.000

RGE Contraller nat incl.
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Cover Grill A0620000
for Salzburg 0152 mm

ADB20043, ADE20044 ADB20031

PG-9 cable gland Dimensions for all versions on this page:

Install. depth: max. 0,6 m

LED Beam angle 25° 8152

Lifetime/H: 50.000
RGE Contraller not incl,
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Ibiza-6RGB

6 x 1W RGB LED 24V DC
® Stainless steel trim 316
Stainless steel housing 304

Hi Power LED's

5 mm tempered glass
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* Power & LED-driver
L
L

PG-9 cable gland

Bracket: Optional

A0620063

Install. depth: max. 0.6 m
LED Beam angle 45°
Lifeime/H: 50.000

RGE Contraller not incl.
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Ibiza-6RGB

6 x TW RGB (3 in-one) LED 24V DC

e Stainless steel trim 316

Hi Power LED's
Power & LED-driver

PG-9 cable gland

Stainless steel housing 304

5 mm tempered glass

Dimansions in mm

PEE

connected
3m maunted cabl
HOSANSF 4X0.75mm2

Optional

A0620064

Install. depth: max. 0,6 m
LED Beam angle 45°

RGE Contraller not incl.
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o Lifeime/H: 50.000
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Bracket: Optional
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Dimensions in mm

3m mounted cabl—e

HOSRN-F 4X0.75mm2

Optional













